














ATS or BD.....you decide. - Diesel Bombers 6/15/09 10:25 AM

The BD kit does not sit in the OEM location and cannot reuse the existing elbow or down pipe. This presented a problem as both trucks had 5” exhausts
and the BD downpipe that comes with the kit is 4”, which required getting an adapter to mate the two. This also eliminated the possibility of using the
existing exhaust elbow and the post-turbo pyrometer used to monitor the exhaust brake.

http://www.dieselbombers.com/5-9I-cr-bombs-aftermarket/27929-ats-bd-you-decide.html Page 14 of 38



ATS or BD.....you decide. - Diesel Bombers 6/15/09 10:25 AM

@)‘ //

Once this modification was made, the BD kit required draining approx 3 gals of coolant from the system. This was necessary because you had to cut
the tube on the steel coolant line that runs near the bottom of the engine block. This was to install an adapter that bolted to existing bungs in the
block. The kit came with a 90* adapter for this cut, but it was larger than the existing pipe and would not clear the bracket. We ended up fabricating a
soft coolant line from the bottom of the engine to the heater core supply fitting. This still presented a problem as the edges of the supplied bracket are
very sharp and would have cut the hose quickly. We omitted using the bracket at this point.
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bolt the adapter to the primary.
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From here, you must fit the exhaust adapter from the secondary to the primary on the BD compound. This again presented a problem. The studs
supplied with the kit were incorrect in thread pitch, count and coarseness. We had to run to the hardware store to get fasteners of the correct type to
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Once the primaries were positioned, we found the clocking that was called for in the BD directions was incorrect, so this was adjusted.
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From here, both kits attached the secondary’s to the manifold prior to attaching the manifold to the engine block.

The ATS manifold came pre-drilled and tapped with four 1/8 NPT ports. Two on top and two on the bottom. These ports were in the correct locations
for the application and were correctly tapped.
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The BD kit came with two pre-drilled and tapped ports. The ports, as the manifold was to be installed, were located on the bottom of the manifold.

They were also not tapped deep enough to properly seat a 1/8 NPT fitting. We could only get 2 threads of the probe fitting in before it stopped. This
required tapping the manifold further to allow proper EGT probe function.
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Once this was done, we installed the EGT probes and found another problem. The location of the ports on the bottom of the BD manifold did not allow
enough clearance for straight type EGT probes. The probes ran directly into the side of the SuperB compressor housing. We ended up taking two 90*
probes off of another truck to make them fit.
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Once this was done, we were able to attach the secondary to the exhaust manifold. From here we saw another problem. The alignment of the
compressor, cartridge and turbine housing’s on the BD kit were incorrect as called for in the directions. This was changed to get the proper alignment
of the oil supply and return lines.

This led to another problem. The flages on the nuts for attaching the secondary to the exhaust manifold were too large and made contact with the
secondary oil drain. These had to be removed, filed down and re-installed.

The ATS kit already had the secondary attached to the manifold, so all I had to do was check for proper torque specs on the fasteners.
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Now that we had the secondary’s attached to the manifold, we were able to install them in the engine bay.

The ATS kit called for re-using the stock exhaust manifold studs, with the exception of two cap head colts that were used where the turbo/manifold
flange was. These were used due too the clearance issue that would have been presented by the OEM studs.

The BD kit called for new cap head bolts all the way around. These were supposed to be included in the kit, but were not, so the OEM studs were re-
used. This caused another trip to the hardware store for cap head bolts to fit behind the manifold.
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From here, the ATS kit requires attaching the exhaust adapter to the turbine housing of the secondary. This was simply a matter of lining up the holes
and attaching the bolts. Using a ratchet wrench is essential here, otherwise you’ll be making minute turns on two of the hard to reach bolts. The
picture below shows the ATS exhaust adapter and where it fits to the secondary.
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Now this is where we ran into a problem with the ATS setup. The location of the wastegate head was trying to occupy the same space as one of the AC
lines. The required evacuating the AC system and removing the AC line until I could get a custom one made at a local shop. Here is the line I had to
remove and the one I had had made to clear the wastegate head.

I contacted ATS regarding this, sent them the pictures and was reimbursed the $45 that it cost me to have a new AC line made.

http://www.dieselbombers.com/5-9I-cr-bombs-aftermarket/27929-ats-bd-you-decide.html Page 26 of 38



ATS or BD.....you decide. - Diesel Bombers 6/15/09 10:25 AM

ol
-

X s

\

-

New section of AC line

http://www.dieselbombers.com/5-9I-cr-bombs-aftermarket/27929-ats-bd-you-decide.html Page 27 of 38



ATS or BD.....you decide. - Diesel Bombers 6/15/09 10:25 AM

The BD exhaust adapter also presented a problem at this point. The kit called for moving the AC drier approx 1.5” toward the passenger fender. The kit
came with two spacer and two new bolts to do this. The problem here was that you have to move something that is attached to the hard lines. This
required bending the AC lines as much as possible without breaking them off the drier.

I don't have a good picture of this, as I was getting pretty pissed off with all the modifications on the BD kit. We ended up needing to use zip ties to
hold it in place until we could get it to the shop to get bent properly.

From here, it was just a matter of connecting the oil drain lines, running the piping, installing the air filter, and tightening the band clamps....... or so we
thought. -
To Reply, Join Diesel Bombers Now Its FREE And Instant !
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The ATS kit presented me with one final problem here. The kit comes with a 90* boost boot to go from the secondary boost tube to the intercooler
opening. This boot is sized for a stock intercooler and I had the ATS intercooler that had a larger opening.
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This required removing the ATS intercooler and re-installing the stock intercooler until the new one from ATS showed up, which was sent overnight.
Now the BD kit threw a few more challenges at us....

As we began routing the piping, we found that the compressor outlets still needed some tweeking to line up. Other than it being a pain to reach all the
hold down bolts at this point, we found that the location of the wastegate head made it impossible to turn the compressor outlet to the correct position.
You could go toward the engine, as it would hit the manifold and you couldn’t go toward the battery as you hit the wastegate head. So, we had to
remove the wastegate head, clock the compressor housing and then re-install the head. Now, the location to the wastegate head and it's 3 bolts make
this a task for a contortionist. This took us a little while an increased our vulgarities count significantly.
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Once the wastegate was reattached, we could not get to all the piping.....

The routing of the ATS piping was very straight forward, as you saw the kit already assembled and correctly clocked. The pieces fit together easily and
the kit contained 1 extra of each size band clamp.

The BD kit seemed much less efficient. The pipes crossed each other, the intake and boost tubes were close enough to make contact, you had to re-use
the STOCK accordion boot to attach the boost tube to the secondary and the air filter and housing were attached rather cheaply. The pipe simply
comes through the rubber gasket in the filter box and attaches to the pipe. There is significant play and movement in this setup.

Now, came another level of frustration.....

The ATS kit attaches to your exhaust utilizing the existing elbow and no modifications are required on your exhaust setup. Simply align the elbow,
exhaust and turbine housing and tighten the v-band clamps.

The BD kit made this require several more steps at this point. To attach the turbine housing to the exhaust, you MUST use the proprietary down pipe
that comes with the kit. This pipe is 4”...now remember that both of us had 5” exhausts. What we found initially was that the angle of the downpipe
flange did not line up with the turbine housing and made the downpipe hit the floor of the cab. Also, the flange was slightly bent and had to be
flattened and modified a bit to line up with the exhaust. This also required using a 4” to 5” adapter to connect the two and cut the exhaust that he had
installed.

Once all the connections were made, and everything was checked, doubled checked and rechecked, we primed the oil lines and attached them to the
oil filter housing.

Both kits reacted the same here....no issues upon initial start up.

On the first drives, the ATS kits was near perfect from the get go. I drove it the next day voer 500 miles of easy driving to make sure everything was
broken in. No issues whatsoever.

The BD kit had issues as soon as we went down the street. The location of the turbine housing made it contact the passenger side spring mount as the
engine flexed in the mounts. Upon initial application of throttle and upon braking, the housing was making contact and vibrating the whole chassis. The
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only way we could remedy this was the place a small piece of dynamat between the turbine housing and the spring mount.

Once this was fixed, we found another issue.....the downpipe. Again, due to the angle at the flange being wrong, it was trying to twist and was turning
up toward the floorboard. This had to be fixed once the truck was taken to the muffler shop and had it all welded in place.

At this point the installation of both kits was done. I'll reserve my comments regarding dealing with representative of both companies, as I'm the end
user of one product and was just the installer of the second.

I will say this, I had NO PROBLEMS with ATS’s customer service, phone calls were returned and I talked to the person that was able to solve to 2
smalls issues I had very quickly.

Looking at the warranty side of the two systems....

On one hand you have a 3 year / 150K mile warranty from ATS. On the other, you have a 1 year warranty from BD. This may be extended by BD, as it
was with this kit, but it did not cover the chargers beyond one year, as there are not manufactured by them, they are outsourced from
BorgWarner/Switzer.

My overall impression of both kits, varies WIDELY. Initial quality, fit and finish, component completeness, ease of installation and the associated
literature was of much higher quality on the ATS kit.

If I was to recommend either for the guy that turns his own wrenches and wants a relatively painless install, I would recommend the ATS over the BD
in the heartbeat. -
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